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ABSTRACT: Cellulose nanocrystals (CNCs) form chiral nematic phases in aqueous
suspensions that can be preserved upon evaporation of water. The resulting ﬁlms show
an intense directional coloration determined by their microstructure. Here,
microreﬂection experiments correlated with analysis of the helicoidal nanostructure
of the ﬁlms reveal that the iridescent colors and the ordering of the individual nematic
layers are strongly dependent on the polydispersity of the size distribution of the
CNCs. We show how this aﬀects the self-assembly process, and hence multidomain
color formation in such bioinspired structural ﬁlms.
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■ INTRODUCTION
Cellulose nanocrystals (CNCs) are rodlike crystalline compo-
nents with diameters ranging from 3 to 20 nm and lengths
ranging from 50 nm to a few micrometers.1 CNCs are obtained
by subjecting pure cellulose to concentrated sulfuric acid, which
selectively hydrolyses the amorphous domains of the cellulose
nanoﬁbrils. In this process, sulfonation of the CNC surface
occurs which promotes dispersion of the CNCs in water. A
striking feature of CNCs, discovered in 1992 by Revol et al.,2 is
an isotropic to chiral liquid-crystalline phase transition that is
found above a critical concentration. The chiral nematic phase
has a helicoidal structure, which consistently shows left-handed
chirality. The chiral nematic self-assembly consists of
pseudolayers in which the CNCs align along a vector
(director), with the orientation of each director rotated slightly
about the helicoidal axis from one layer to the next. The vertical
distance required to complete a 180° rotation of the director is
known as the pitch (p). Chiral nematic order can be retained
upon complete drying of a thin ﬁlm.3 The chiral nematic order
gives rise to remarkable optical properties of these ﬁlms. First,
they cause a strong optical rotation of the light.4 Second, they
selectively reﬂect light of wavelengths equal to the pitch length.
Therefore, only circularly polarized light with the same
handedness as the chiral nematic cellulose with the color
corresponding to the pitch is reﬂected.5 The relation between
the angular-dependent color (in terms of the wavelength λr)
reﬂected by the helicoid structure can be approximated as
λ θ= n p2 sinr av (1)
where nav is the average refractive index of the ﬁlm (∼1.56 for
CNCs6) and θ is the angle of reﬂection with respect to the
surface of the ﬁlm.7
The conditions of hydrolysis in the precursor production
changes the properties of the resulting nanocrystals by
modifying the aspect ratio of the individual nanocrystals, their
charge distribution and the defects within the crystalline
structure of the cellulose. All these parameters lead to changes
in the self-assembly of the rod-like cellulose nanocrystals and
thus in the ﬁnal properties of the CNC ﬁlms.8,9 Recently,
several diﬀerent methods have been proposed to tune the chiral
nematic pitch and consequently the color10−15 in order to
develop applications such as sensors,16 decorative coatings,14
and security encryption in banknotes.17 However, a complete
and quantitative optical characterization of cellulose-based
chiral nematic solid ﬁlms correlated to their microstructure has
not yet been performed.
In the present paper, we probe the optical response of CNC
ﬁlms on the microscale. The measured optical response and
structural parameters of the structures can be used to extract
the refractive index of condensed cellulose nanocrystals in our
system. We demonstrate that within a single batch of chiral
nematic ﬁlms, there are distinct color transitions between
diﬀerent domains of diﬀerent periodicities that can be
correlated with the chiral nematic pitch and layering. We
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reveal a very unusual and unexpected digital layering of these
cellulose twists, arising from size-selective assembly processes.
■ EXPERIMENTAL SECTION
Materials. The 92-Alpha eucalyptus sulphite pulp was used for the
extraction of the CNCs. Sulfuric acid (95−98%) for hydrolysis was
purchased from Sigma-Aldrich. All water used was puriﬁed (Millipore
Milli-Q puriﬁcation system).
Cellulose nanocrystals (CNCs) were prepared by hydrolysis of the
commercial milled hardwood pulp (<0.5 mm). The pulp powder was
hydrolyzed in sulfuric acid (10 mL of sulfuric acid solution/g pulp) at
a concentration of 64 wt % at room temperature with vigorous stirring
for 1 h. The cellulose suspension was then diluted by a factor of 10
with cold Millipore water to stop the hydrolysis reaction and allowed
to settle overnight. The clear top layer was removed and the remaining
white suspension was centrifuged. After centrifugation, the supernatant
was removed and the resulting thick white suspension was diluted and
reconcentrated 3 times with millipore water to remove all soluble
cellulose materials. The white suspension obtained after the last
centrifugation step was placed inside dialysis membrane tubes with a
12 000−14 000 molecular weight cutoﬀ (Spectrumlabs/Spectra-por
membranes) and dialyzed against slow running pure water for 2−4
weeks or until the pH of the nanocrystalline cellulose suspension
reached 6. This ﬁnal suspension was concentrated by centrifugation to
reach a concentration of 5 wt %.
Optical Analysis. The optical imaging and spectroscopy were
performed using a custom-modiﬁed BX-51 Olympus optical micro-
scope equipped with a color digital CCD camera (Lumenera Inﬁnity
2−1C). Unpolarised light from a halogen lamp was coupled into a 10×
objective (Olympus, MPLFLN-BD 10) with a numerical aperture NA
= 0.3. The reﬂected signal from the sample was ﬁltered using a
superachromatic quarter wave-plate (B. Halle) combined with a
polarizer (Thorlabs). The polarizer and wave-plate were mounted
onto independent motorized rotation stages that can be inserted and
removed from the optical path.18 Part of the transmitted signal was
coupled into a 50-μm core optical ﬁber (Ocean Optics) mounted in
confocal conﬁguration to achieve a spatial resolution of approximately
20 μm, smaller than the domain dimensions within which the samples
showed homogeneous color. The remaining beam was focused into
the camera for imaging.
Microstructure of the Films. The structure and morphology of the
samples were characterized using a Leo Gemini 1530VP-Zeiss
scanning electron microscope (SEM). The CNC ﬁlms on polystyrene
Petri dishes were ﬂaked oﬀ and the ﬂakes were placed on a sample
holder so that the cross-section could be imaged. In order to prevent
charging in the SEM, the samples were coated with a thin layer of
metal alloy using a sputter-coater (Emitech K550) with a Pd/Au target
at a current of 55 mA for 6 s.
CNC Analysis. Atomic force microscopy (AFM) images of the
cellulose nanocrystals were acquired with a Pico Plus atomic force
microscope (Molecular Imaging) operating in air. All samples were
scanned in tapping mode with a Mikro Masch NSC36/NO AL probe
(cantilever C, tip radius 8 nm, nominal resonance frequency 65 kHz,
nominal spring constant 2 N/m). The samples were prepared by drop-
casting 10 μL of a 0.001 wt % CNC suspension onto a freshly cleaved
mica surface with an approximate area of 2 cm2, and air-dried for
approximately 30 min. Prior to the drop casting, the CNC suspensions
were ultrasonicated for 5 min to reduce the number of aggregates.
■ RESULTS AND DISCUSSION
To employ these ﬁlms in advanced optical systems, the ability
to distinguish pure chiral nematic order from related phases,
which show only partial chiral nematic order, is of great
importance. For this reason, accurate and quantitative optical
characterization is essential.
To form iridescent solid ﬁlms of cellulose nanocrystals, 1 mL
of the 4 wt % CNC suspension was poured into a polystyrene
Petri dish of 3 cm diameter and allowed to dry at ambient
conditions. The slow evaporation process resulted in highly
colorful dry ﬁlms after approximately 12 h, shown in Figure 1a
under white light illumination. During the evaporation process,
a bright, rainbowlike ring developed at the edge of the Petri
dish, with colors ranging from dark blue at the perimeter to red
in the inner ring. Although the center of the ﬁlm displays a
weaker reﬂection, only this part exhibits pure chiral nematic
order (see Figure S1 in the Supporting Information).
During drying, the CNC suspension adopted a radial
concentration proﬁle, which is a common phenomenon in
particulate suspensions, often called the “coﬀee ring eﬀect”.19
The annular pattern arises from capillary ﬂow because of
diﬀerential evaporation rates across the droplet. Because the
evaporation ﬂux at the edge of the droplet is faster than in the
center, the liquid and particles ﬂow to the drop perimeter,
increasing the deposition of particles at the edge. This eﬀect
also plays a crucial role in the arrangement of the nanocrystals
during water evaporation and is responsible for an additional
linear dichroism at the edge of the solid ﬁlm. Similarly, this
gives rise to a CNC concentration gradient toward the edge,
resulting in a thickness gradient in the dry ﬁlm, which is the
reason for the formation of the rainbowlike color gradient.
The remainder of our analysis focuses on the central area of
the ﬁlm. Vivid colors were detected only in the reﬂected left-
hand circularly polarized (LCP) light, while the right-hand
circularly polarized (RCP) reﬂection image is largely colorless
(Figure 1b, c). The size distribution of the CNCs sensitively
inﬂuences the domain morphology arising from the CNC self-
assembly process. Therefore, the width and the length
distribution of the cellulose nanocrystals were determined via
a statistical analysis of AFM images containing about 100
individual nanocrystals (see Figure S2 in the Supporting
Information). The average CNC width was 5.7 nm with a
variation between 4 and 11 nm, which indicates side-by-side
adhesion of a few cellulose nanocrystals, which is commonly
seen in CNCs.20 The average CNC length was 60 nm with a
large length distribution of 30 to 160 nm.
Two main factors play a role in the self-assembly process: the
ﬁrst is water evaporation from the anisotropic phase and the
second are interactions between the particles in the thin ﬁlm.
As the water evaporates, the interparticle forces increase and
selectively transport CNCs with diﬀerent aspect ratios to
diﬀerent regions within the suspension. Thus, the broad particle
length distribution leads to formation of diﬀerent domains8
while also contributing to the observed CNC concentration
gradient toward the edge. Uniformly deposited monodisperse
ellipsoidal particles experience increasing interparticle inter-
actions with rising anisotropy in particle shape.21 The CNCs
Figure 1. (a) Dry chiral nematic CNC ﬁlms in a polystyrene Petri dish
formed from a 4 wt % CNC suspension in water. Polarization optical
micrographs at the center of the ﬁlm showing reﬂected (b) left-handed
circularly polarized light LCP and (c) right-handed circularly polarized
light RCP light.
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with the highest anisotropy are expected to assemble at the
edge of the solution where the radial ﬂow induces CNC
alignment, which competes with helical layer formation. This is
in agreement with the linear dichroism observation at the ﬁlm
edge.
By observing the ﬁlm in cross polarisation conﬁguration and
also using a circular polarization ﬁlter in diﬀerent areas, we ﬁnd
that only the central region of the ﬁlm (up to 12 mm from the
center) exhibits pure chiral nematic behavior, where however
the color is not uniform but “digital”. We clearly observe
individual domains with dimensions that vary from 2 to 20 μm.
The LCP image displays a mosaic of domains with diﬀerent
shapes and three dominating colors: green, blue and orange. To
reveal the origin of this color formation and correlate it with the
chiral nematic pitch, we studied the cross-section of the ﬁlm by
scanning electron microscopy (SEM). At selected locations
near a fracture edge, the ﬁlm was ﬁrst investigated optically and
the labeled domains were then examined using high
magniﬁcation SEM. The reﬂection polarization optical
microscopy (POM) and SEM images of three diﬀerent
domains along the fracture line (Figure 2) clearly show a
pseudolayered helical structure. The left-handed twisting
alignment of the nematic director is evident: going from the
bottom to the top of the ﬁlm, the long axes of the nanocrystals
rotate clockwise around an vector perpendicular to the surface,
indicating a left-handed helicoidal organization. In each SEM,
the chiral nematic order is quite uniform and well-deﬁned along
the entire fracture edge. Interestingly, this ﬁlm is also the
thinnest chiral nematic CNC ﬁlm reported to date, with a
thickness that ranges from only 1 to 1.3 μm. This also explains
the lower reﬂectivity at the center of the ﬁlm under ambient
light illumination but indicates that even in the presence of
strong adhesion forces the chiral nematic phase can be
maintained.
By correlating the POM images to SEM cross-sections, the
origin of the diﬀerent colors can be determined. According to
eq 1, there are two possible explanations for the variation in
color of the diﬀerent domains: a diﬀerence in the tilt angle of
the helicoidal axes or a diﬀerence in pitch. In the ﬁrst case, the
helicoidal structure would have a nematic vector axis which is
slightly tilted with respect to the surface normal, and therefore
the incident and reﬂected light are eﬀectively oblique to the
helicoidal axis. However, a tilt in the chiral nematic axis would
be visible in the SEM images and would also inﬂuence the
optical response in the RCP channel. In particular, the reﬂected
light would then be elliptically polarized instead of perfectly
LCP. Both from images b and c in Figure 1 and from the
spectra in Figure 2 we observe that there is no color
contribution in the RCP channel and we therefore conclude
that the domains are not tilted.
Consequently the color variation has to be associated with
the variation of pitch inside the layered structure, with a larger
pitch resulting in a longer reﬂected wavelength. To investigate
this eﬀect, we measured the structural periodicities of domains
in the diﬀerent areas and compared these to the observed
spectral peaks, as reported in Table 1. The values of λr
predicted by eq 1 using the structural parameters from Table
1 and an average refractive index nav ≈ 1.56 matches the peak
wavelengths of Figure 2 very well, thus conﬁrming that the
variation in pitch lies at the origin of the color variation.
We have performed a thorough analysis of the reﬂectance
spectra using the Berreman method,22 which allows a full
calculation of the reﬂectance spectra.23 In this technique,
helicoidal structures of optical anisotropic media are treated as
ﬁnite stacks of birefringent plates. The method takes into
account the eﬀects of refraction and multiple reﬂections of the
electromagnetic waves between plate interfaces and is capable
of producing exact solutions.24 The complete reﬂectance
spectrum of a ﬁlm under normal incidence can be calculated
based on three parameters: the magnitude of the linear
birefringence (Δn), the pitch p, and the number of periods (N).
While ﬁxing the average refractive index at nav = 1.555, the value
of n0 is taken as 1.524 and ne =1.586 (that is, Δn = ne − n0 =
Figure 2. Correlation of optical and electron microscopy and the
reﬂectance spectra of the diﬀerent domains. (a) Reﬂected LCP image
zoomed into Figure 1b. The white circles show areas b, c, d from
which reﬂectance spectra and (b−d) cross-sectional SEMs were
acquired. (e−g) Corresponding reﬂectance spectra; the black solid
lines are curve ﬁts to the spectra using Berreman’s 4 × 4 matrix
method.
Table 1. Chiral Nematic Pitch of Diﬀerent Domains in the
CNC Film As Determined from the Cross-Sectional SEM
Images
domain b domain c domain d
color of the domain orange green blue
λr (nm) extracted from spectra 590 530 470
pitch (nm) from SEMs 190 ± 15 170 ± 10 150 ± 10
no. of periods 6.5 ± 0.5 7.5 ± 0.5 8.5 ± 0.5
predicted λr (nm) from SEMs 593 530 468
predicted thickness (μm) 1.235 1.275 1.275
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0.062) in order to obtain best ﬁts. The values of p and N were
determined from the SEM images, incorporating also the
uncertainty given in Table 1 in the calculation. The resulting
best ﬁts are shown as solid black lines in Figure 2e−g, with the
ﬁt parameters listed in Table 2. We ﬁnd good agreement
between the experimental and theoretical spectra, which
conﬁrms the excellent correlation between the SEM and
POM data.
Both the POM images and the SEM analysis show that
within each single color domain the chiral nematic order is
quite homogeneous. Moreover, the chiral nematic order is
preserved over a long lateral range of up to several tens of μm
in the largest domains, 10−100 times greater than the length of
individual nanocrystals. However, at boundaries between the
domains, distinct defects are visible. One such defect is depicted
in Figure 3. Grain boundaries appear dark in the LCP image,
with a lateral width on the order of 1−2 μm, delimiting
crystalline regions of diﬀerent periodicities, where the
symmetry of the chiral nematic order is broken. In Figure 3,
the distinct transition between domains of diﬀerent perio-
dicities are clearly shown: upon going from left to right, which
corresponds to a transition from a green to a blue domain, the
number of layers increases from 7.5 to 8.5 via a disclination that
is evident in the SEM image. Because the thickness of the ﬁlm
is the same across this ﬁeld of view, this implies that the pitch of
the blue domain is smaller. This is consistent with the reﬂected
wavelengths measured by POM.
Although the correlation between the pitch and the spectra is
evident, the origin of a digital layering in the ﬁlm is unexpected.
Note that the total thickness of the ﬁlm is highly conserved
across the diﬀerent domains (Figure 3 and Table 1), caused
presumably by surface tension during ﬁlm formation. Also, the
nematic directors in the top and bottom layers of the ﬁlm of
neighboring domains must be strongly coaligned. These are
two requirements for the formation of digital layering.
Neighboring domains can only diﬀer by an integer number of
chiral layers (N), ensuring that only distinct sets of colors are
observed across the ﬁlm.
The number of observed layers depends on the favorable
twist angle, which in turn depends on the individual
morphology and dimensions of the nanocrystals as well as
surface interactions between them.25 For a given ﬁlm thickness
and a monodisperse assembly, a unique optimal pitch would be
expected, giving rise to a uniform color. However, the strong
nematic order implies that domains can form within diﬀerent
regions by adding or subtracting an entire layer, while retaining
the director alignment at top and bottom of the ﬁlm, producing
the observed color eﬀects. The director coalignment at top and
bottom surface is likely caused by surface tension steric
alignment of the highly anisotropic CNC surface, suggesting
the importance of surface preparation in future work. Because a
larger interlayer twist induces a reduced string for smaller
nanocrystals, it is likely that self-sorting occurs within the ﬁlms,
driving the segregation of smaller nanocrystals to regions with a
larger number of layers. Indeed, more monodisperse nano-
crystals yield ﬁlms with more uniform color appearance, but
this eﬀect require a more detailed study.
The lateral size of the domains is inﬂuenced by many factors
including the initial concentration of the suspension, the
evaporation rate and temperature, the CNC surface and the
ionic strength of the medium. Critically, however, the digital
layering observed here emphasizes the need for the careful of
the CNC assembly process.
■ CONCLUSION
Multicolored chiral nematic cellulose ﬁlms were produced by
the slow evaporation of CNC suspensions on polystyrene
substrates. Polarized optical microscopy reveals that these ﬁlms
selectively reﬂect left-hand circularly polarized light at a speciﬁc
set of wavelengths. These ﬁlms exhibit distinct diﬀerently
colored domains with sizes ranging from a few micrometers to
several tens of micrometers, depending on the preparation
conditions. Scanning electron microscopy conﬁrms that the
ﬁlms have a left-handed helicoidal structure and contain
multilayers of speciﬁc pitch. Within domains of a single color,
the pitch is very well-deﬁned, with defects at grain boundaries
separating the domains. These defects represent discontinuities
in the orientational order as a result of a sudden change in the
pitch. Rigorous quantitative microscopic optical analysis is
essential to reveal the optical properties of such ﬁlms.
Combining this with ﬁts to a model of the local reﬂection
spectra allows noninvasive probing of the sample micro-
structure. These results show that the self-assembly of
nanocrystals of cellulose is considerably more subtle than
previously suspected, with surface and nematic energies
competing to determine the ﬁnal helicoidal structure. This
work suggests that surface preparation and new approaches to
ﬁlm formation that control the surface director will be
important to produce advanced optical materials from such a
self-assembly process. In addition, the results clearly suggest
new questions about the assembly of chiral cellulose stacks
within plants, reﬂecting the importance of biomimetic
approaches to both synthetic and natural systems.
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Figure 3. SEM image of the transition between two diﬀerently colored
domains in the CNC ﬁlm.
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(4) Friedel, M. G. Les États Meśamorphes de la matier̀e. Ann. Phys.
1922, 18, 273−474.
(5) Dionne, G. F.; Allen, G. A.; Haddad, P. R.; Ross, C. A.; Lax, B.
Circular Polarization and Nonreciprocal Propagation in Magnetic
Media. Lincoln Laboratory Journal 2005, 15, 323.
(6) Klemm, D.; Philipp, B.; Heinze, T.; Heinze, U.; Wagenknecht,
W., General Considerations on Structure and Reactivity of Cellulose:
Section 2.1−2.1.4. In Comprehensive Cellulose Chemistry; Wiley−VCH:
Weinheim, Germany, 2004; pp 9−29.
(7) De Vries, H. Rotatory Power and other Optical Properties of
Certain Liquid Crystals. Acta Crystallogr. 1951, 4, 219−226.
(8) Onsager, L. The effects of shape on the interaction of colloidal
particles. Ann. N.Y. Acad. Sci. 1949, 51, 627−659.
(9) Odijk, T.; Lekkerkerker, H. N. W. Theory of the Isotropic-liquid
Crystal Phase Separation for a Solution of Bidisperse Rodlike
Macromolecules. J. Phys. Chem. 1985, 89, 2090−2096.
(10) Dong, X. M.; Kimura, T.; Revol, J.-F.; Gray, D. G. Effects of
Ionic Strength on the Isotropic−Chiral Nematic Phase Transition of
Suspensions of Cellulose Crystallites. Langmuir 1996, 12, 2076−2082.
(11) Pan, J.; Hamad, W.; Straus, S. K. Parameters Affecting the Chiral
Nematic Phase of Nanocrystalline Cellulose Films. Macromolecules
2010, 43, 3851−3858.
(12) Beck, S.; Bouchard, J.; Berry, R. Controlling the Reflection
Wavelength of Iridescent Solid Films of Nanocrystalline Cellulose.
Biomacromolecules 2010, 12, 167−172.
(13) Heux, L.; Chauve, G.; Bonini, C. Nonflocculating and Chiral-
Nematic Self-ordering of Cellulose Microcrystals Suspensions in
Nonpolar Solvents. Langmuir 2000, 16, 8210−8212.
(14) Beck, S.; Bouchard, J.; Chauve, G.; Berry, R. Controlled
Production of Patterns in Iridescent Solid Films of Cellulose
Nanocrystals. Cellulose 2013, 20, 1401−1411.
(15) Dong, X. M.; Gray, D. G. Effect of Counterions on Ordered
Phase Formation in Suspensions of Charged Rodlike Cellulose
Crystallites. Langmuir 1997, 13, 2404−2409.
(16) Zhang, Y. P.; Chodavarapu, V. P.; Kirk, A. G.; Andrews, M. P.
Structured Color Humidity Indicator from Reversible Pitch Tuning in
Self-assembled Nanocrystalline Cellulose Films. Sensors Actuators B:
Chem. 2013, 176, 692−697.
(17) Zhang, Y. P.; Chodavarapu, V. P.; Kirk, A. G.; Andrews, M. P.
Nanocrystalline Cellulose for Covert Optical Encryption. J. Nano-
photonics 2012, 6, 063516.
(18) Vignolini, S.; Rudall, P. J.; Rowland, A. V.; Reed, A.; Moyroud,
E.; Faden, R. B.; Baumberg, J. J.; Glover, B. J.; Steiner, U. Pointillist
Structural Color in Pollia fruit. Proc. Natl. Acad. Sci. U.S.A. 2012, 109,
15712−15715.
(19) Deegan, R. D.; Bakajin, O.; Dupont, T. F.; Huber, G.; Nagel, S.
R.; Witten, T. A. Capillary Flow as the Cause of Ring Stains from
Dried Liquid Drops. Nature 1997, 389, 827−829.
(20) Kvien, I.; Tanem, B. S.; Oksman, K. Characterization of
Cellulose Whiskers and Their Nanocomposites by Atomic Force and
Electron Microscopy. Biomacromolecules 2005, 6, 3160−3165.
(21) Yunker, P. J.; Still, T.; Lohr, M. A.; Yodh, A. G. Suppression of
the Coffee-ring effect by Shape-dependent Capillary Interactions.
Nature 2011, 476, 308−311.
(22) Yoon, H. G.; Gleeson, H. F. Accurate Modelling of Multilayer
Chiral Nematic Devices through the Berreman 4 × 4 Matrix Methods.
J. Phys. D: Appl. Phys. 2007, 40, 3579.
(23) Castany, O. Python Implementation of Berreman’s 4 × 4 Matrix
method. http://berreman4x4.github.io/Berreman4x4/ (accessed 01/
02/2014).
(24) Yu, F. H.; Kwok, H. S. Comparison of extended Jones Matrices
for Twisted Nematic Liquid-crystal Displays at Oblique Angles of
Incidence. J. Opt. Soc. Am. A 1999, 16, 2772−2780.
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